
Galvanised or Stainless steel protective upstand

120mm borehole

Cement / Bentonite grout

(installed using tremmie in two stages)

50mm (ID) UPVC Plain casing

1.0 - 1.5m thick Bentonite seal

1.0 - 1.5m thick layer Blinding sand

(installed using tremmie)

Uniform Size Gravel Pack - extend 1.5m above

top of screen

3m, 50mm (ID) UPVC slotted pipe

(0.5mm slot size)

UPVC threaded end cap

'Push On' protective cap

Weather tight lockable cover

Not To Scale

0.5m, 50mm (ID) UPVC plain casing

Galvanised or Stainless steel

protective upstand

120mm borehole

'Push On' protective cap

Weather tight lockable cover

Not To Scale

Cement / Bentonite grout

(installed using tremmie)

50mm (ID) UPVC Plain casing

1.0 - 1.5m thick Bentonite seal

1.0 - 1.5m thick layer Blinding sand

(installed using tremmie)

Uniform Size Gravel Pack - extend 1.5m

above top of screen

3m, 50mm (ID) UPVC slotted pipe

(0.5mm slot size)

UPVC threaded end cap

0.5m, 50mm (ID) UPVC plain casing

BH15 DEEP (BH15d) BH15 SHALLOW (BH15s)

5mmØ Vent hole, in cap or riser 5mmØ Vent hole, in cap or riser

PRELIMINARY DRAFT

WASTE MANAGEMENT NZ LTD

AUCKLAND REGIONAL LANDFILL

HYDROGEOLOGICAL ASSESSMENT

BH15 (DEEP/SHALLOW) BORE INSTALLATION DETAIL

NTS ARL-HG-F2 1

LP Nov.19
RBS Nov.19
RJB         Dec. 19

1005069.3000
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